
Valcor Manual/Lever Operated Valves
Part Number

Type(2 way, 3 way,
 proportional)

Operating
Fluid

Operating Pres-
sure

Flow rate Weight
Body

Material
896583-1 3-port GN2, GHe 3000 PSI 600 CFM Aluminum

896996-0210 4-port Air or Nitrogen 3000 PSI 0.20 FF 0.81 Aluminum
896995-0060 4-port Air, GN2, GHe 3000 PSI 0.20 FF 0.9 LB Aluminum

896543 2-way Air, GN2, GHe 2000 PSI 100 SCFM 1.95 LB Aluminum
895232-04 3-port Dry Air or Nitrogen 2000 - 2050 PSI 0.18 1.35 LB Aluminum
871299-01 3-port Air, GN2, GHe 3000 PSI Aluminum

870613 3-way Air, GN2, GHe 2000 PSI .090” ESEO Aluminum
892319-01 3-port Hydraulic Fluid 3000 PSI 3.5 GPM Aluminum
878208-05 3-port Air, GN2, GHe 2050 PSI .18” ESEO 1.75 LB Aluminum
896583-2 3-port Air, GN2, GHe 3100 PSI 0.49 LB Aluminum
890536 3-port 3000 PSI 0.20 .83 LB Aluminum
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